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Cordless Drill/Driver

GSR 12V-35

The drill driver with the best performance and compactness
in the 12V category

The most important data
Torque (soft/hard/max.) 20/35/- Nm

No-load speed (1st gear / 2nd gear) 0 – 460 / 0 –
1,750 rpm

Max. screw diameter 8 mm

Part Number 0 601 9H8 000

> More product information

Technical data
Technical data
Torque (soft/hard/max.) 20/35/- Nm

No-load speed (1st gear / 2nd gear) 0 – 460 / 0 – 1,750
rpm

Battery type Lithium-Ion

Chuck capacity, min./max. 10 mm

Battery voltage 12.0 V

Weight excl. battery 0.75 kg

Torque settings 20+1

Packaging dimensions (width x length x
height)

249 x 335 x 80 mm

Drilling diameter
Max. drilling diameter in wood 32 mm

Max. drilling diameter in steel 10 mm

Screw diameter
Max. screw diameter 8 mm

Noise/vibration information
Drilling in metal
Vibration emission value ah 2.5 m/s²

Uncertainty K 1.5 m/s²

Screwdriving
Vibration emission value ah 2.5 m/s²

Uncertainty K 1.5 m/s²
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Advantages:
■ Compact design enables optimum handling, especially

when working overhead or in tight spaces
■ Best performance-to-size ratio: 35 Nm hard torque,

0-1,750 rpm, 154-mm head length
■ Brushless motor along with Electronic Motor Protection

prevents overload and ensures a longer tool lifetime
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